
TADAO
Design by
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Description
- 1 rotating 4-branch base without castors,
finished in brilliant-chromed steel.
- 1 rotating 4-branch base without castors, in
grained anthracite-finish steel.
- 1 rotating, height-adjustable 5-branch base on
castors, in polished aluminium.
- 1 rotating, height-adjustable 5-branch base on
castors, in grained black-finish aluminium.

For both chairs and bridges equipped with a 5-
branch base on castors, the minimum and
maximum heights and seat heights are indicated
beneath each item.

Technical Specifications

More info at
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TADAO DESK CHAIR CENTRAL PEDESTAL - BRILLIANT CHROME

DIMENSIONS
H 834 mm -  W 715 mm -  D 715 mm -  SH 489 mm - 

Other sizes

tadao desk chair central pedestal -
brilliant chrome

DIMENSIONS
H 834 - mm
W 715 - mm
D 715 - mm

SH 489 - mm

tadao desk chair central pedestal -
anthracite metal

DIMENSIONS
H 834 - mm
W 715 - mm
D 715 - mm

SH 489 - mm

tadao desk chair aluminium base on
castors

DIMENSIONS
H 800 - mm
W 680 - mm
D 680 - mm

SH 455 - mm

tadao desk chair black base on castors

DIMENSIONS
H 800 - mm
W 680 - mm
D 680 - mm

SH 455 - mm

tadao set of 2 desk chairs central
pedestal - brilliant chrome

DIMENSIONS
H 834 - mm
W 715 - mm
D 715 - mm

SH 489 - mm

tadao set of 2 desk chairs central
pedestal - anthracite metal

DIMENSIONS
H 834 - mm
W 715 - mm
D 715 - mm

SH 489 - mm



tadao set of 2 desk chairs aluminium
base on castors

DIMENSIONS
H 800 - mm
W 680 - mm
D 680 - mm

SH 455 - mm

tadao set of 2 desk chairs black base
on castors

DIMENSIONS
H 800 - mm
W 680 - mm
D 680 - mm

SH 455 - mm

tadao carver chair central pedestal -
brilliant chrome

DIMENSIONS
H 854 - mm
W 715 - mm
D 715 - mm

SH 519 - mm

tadao carver chair central pedestal -
anthracite metal

DIMENSIONS
H 854 - mm
W 715 - mm
D 715 - mm

SH 519 - mm

tadao carver chair aluminium base on
castors

DIMENSIONS
H 815 - mm
W 680 - mm
D 680 - mm

SH 480 - mm

tadao carver chair black base on
castors

DIMENSIONS
H 815 - mm
W 680 - mm
D 680 - mm

SH 480 - mm


